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RFID Installation Guide 
 

Please read the below information in full before installing your new RFID tag 
 
Each RFID tag has been assigned to a specific vehicle. If you requested more than one, the tags 
have been labeled, please ensure that you are installing the correct tag on the correct vehicle.   
 
General Installation Tips: 

• Removing the RFID tag will damage the chip, so be sure of the placement prior to 
sticking the tag to your vehicle.   

• It is highly recommended that you use tape (painters’ tape is best) first to attach and 
test the placement to ensure the tag reads before removing the backing. 

• RFID tags must be installed on the passenger side headlamp or windshield of the vehicle 
and must be in a vertical position. 

• RFID tags must be facing forward.  The more forward facing it is located, the better it 
will be read.  If your windshield has too much of an angle, it is less likely that the tag will 
be picked up by the reader. 

• RFID tags should be installed on the flattest, most forward facing area of the headlamp 
surface.  If your headlamp is too curved, it may not work as well.  

• Clean the surface with a vinegar or ammonia-based cleaner like Windex. The surface 
must be clean and not have a wax or oily buildup. 

• Once you know where you will be placing the tag, peel back just a small area of the 
backing and stick the end of the tag to the surface.  Using something with a flat edge, 
such as a credit card, smooth the tag flat as you peel the backing off, this will ensure 
there are no air bubbles. 

 
Windshield Installation Tips: 

• RFID tag should be installed on the interior of the windshield. 

• If your vehicle has a heated windshield, infrared reflecting glass, or other RFID blocking 
features (found on many luxury cars), the RFID tag must be installed on the headlamp. 

• The black area outlining the windshield contains technology that may block the RFID tag 
signal.  DO NOT install the tag over the black area outlining the windshield. 

 
Other Important Information:  

• If your tag is on the headlamp and it works during the day but not at night, try turning 
off your headlights as you approach the reader.   

• The glue holding the tag can be removed from the surface with rubbing alcohol or an 
adhesive remover such as Goof Off or Goo Gone. Once the RFID is removed, it will break 
the RFID connection and it cannot be re-used. 

• If you incorrectly install the RFID tag or break it, you will need to order a replacement. 
Replacements are not free even if your original RFID was. 

 
Examples of correctly installed RFIDs are on the back side of these instructions. 



Updated 12.30.2020 

Headlamp Installations: 

      
 

      
 

Windshield Installation: 
 


